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User Guide for Autodesk Revit files

The ACO HF Kitchen Channel Range ]

ACO HF Kitchen Channels are divided into two types:

e ACO HF Channel Standard Edge for Tile, Concrete or Resin Floors
e ACO HF Channel Extended Edge for Thin Bed Installation

Each range has a number of width and length configurations.

"

Loading ACO HF Kitchen Channels files into your project ]
Each system is modelled as a generic family that can s N
simply be loaded into your project. Collaborate  View  Manage  Modify
. .2 s
1. Download the relevant ACO HF Kitchen = J Searct
Chan'nel file and save it to a suitable inage Load Load as I-:ind .
location. ages Family Group
2. Open your project and navigate to an F-S-w-=2-FO0A G- % i

=cture  Structure  Systems  Insert  Annotate  Analyze M

QM@0 PEE

Door Window| Component | Column Roof Ceiling Fle

@ Place a Component ¢
4. Select the ACO HF Kitchen Channel file you
saved earlier. @ Model In-Place

appropriate view.

3. Navigate to the “insert” icon on the Revit
ribbon and click “Load Family”.

5. The file can now be placed into your project.
Navigate to the “Architecture / Component”
icons on the Revit ribbon and click “Place a
Component”

Note that all the ACO HF Kitchen Channels are “floor” based Items.
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Using the ACO HF Kitchen Channel Range ]

Step 1: Select the required channel type

Search

The Revit families list includes all the sizes in single family elements.
. ACO Tray Channel - Hygienic - Standard - 400mm Wide

416642 - Hygienic Standard Channel - with Gully 157 - 400mm LG - 400mm Wide

M a ni pu I ation . 416643 - Hygienic Standard Channel - with Gully 157 - 600mm LG - 400mm Wide
416644 - Hygienic Standard Channel - with Gully 157 - 800mm LG - 400mm Wide

416643 - Hygienic Standard Channel - with Gully 218 - 400mm LG - 400mm Wide

The family components can simply be placed and 416646 - Hygienic Standard Channel - with Gully 218 - 600mm LG - 400mm Wide
arranged using the standard Revit “modify” tools of 416647 - Hygieric Standard Channe! - vith Gully 218 - 800mm LG - 400mm Wide
MOVE, COpy, ROtate and AI'gn. .ACOTrayChanne\-Hyg\emc-S(andard-SGOmm Wide

416654 - Hygienic Standard Channel - with Gully 157 - 500mm LG - 500mm Wide
416633 - Hygienic Standard Channel - with Gully 157 - 800mm LG - 500mm Wide

416656 - Hygienic Standard Channel - with Gully 157 -1000mm LG - 500mm Wide
416657 - Hygienic Standard Channel - with Gully 218 - 500mm LG - 500mm Wide

Type Properties ]

416658 - Hygienic Standard Channel - with Gully 218 - 800mm LG - 500mm Wide

The ACO HF Kitchen Channel files have a 416659 - Hygienic Standard Channel - with Gully 218 - 1000mm LG - 500mm Wide

collection of useful information embedded with -
it, including site installation and operations and
maintenance details.
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Architecture  Structure
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This information, along with much more is

L

stored within the files or available through Modity [ C
hyperlinks within the component type £ 4
properties Select = | Properties | Clipboard
O
1. To access the information within a e ot
. : Grating Product Code 416438 Load Class L 15 (EM L153) - Mesh Grate - Sainless stes! 14301 (EN 10038) - 168 x 338 - 113kg
component' Slmply SeleCt the Item Grating Mreduct Code 416878 Load Class L 15 (EM1253) - Mesh Geate - Stainless steel 14201 (EM 10088) - 768298 - 112kg
and C“Ck the ”Type PrOpertieS” icon Grating Prodlurt Code 416842 L nad Class R 50 (FN 1753) - Ladder Grate - Stainless steel 1,430 (FN 10088) - 768 v 398 - 71.3kg
General
on the Revit ribbon at the top of the tegi i i 3
wduct Type anclard
dia IOgU e. Product S::nnard N 1257
Product Range ACOI
Product Descripticn 400 / ACOB 5 * % Foul &ir Trap
“ . . Product Lede w ””dinga
2. The “Type Properties” information Pie o g,
. . . Outet Diameter (mm) 7
screen will now display. Simply scroll NS Specihcstion
. Maintenance guidelines
up and down the screen to find the T
information you require. S
Foul air trap seal Cobour
Foul air trap Recycled material conty
Foul air trap Hecyclable
Flow Rl (15}
[ Materials Library & Notes ] Ottt
Channel Material
Channel Uimnenzion
The ACO HF Kitchen Channel files contain materials Charee oo

that are already pre-loaded into the components. The
files can be pre-loaded into you company template.

ACO HF Kitchen Channels have been created in Revit 2014
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